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Celtik ve Pirin¢ isleme Makinalari Aracustu Ekipmanlari
Paddy and Rice Processing Machines Truck - Mounted Equipment
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YASAR GROUP 1969 yilinda girisimci hizmet politikasini kendisine
misyon edinerek imalat sektorunde faaliyetlerine baslamistir.
YASAR GROUP 60.000 m* kapali alan ve 90.000 m* acik alanda kurulu iretim tesislerinde,

Renk Ayiric Findik Temizleme Makinalari 250'yi agkin deneyimli kadrosuyla Anahtar Teslim Celtik ve Piring Isleme Makinalari, Anah-
: hi tar Teslim Parboil Sistemleri, Celik Silo ve Ekipmanlari, Findik Isleme Makinalari, Ara¢ Ustu
Color Sorter Hazelnut Cleaning Machines Ekipmanlan, Transmikser Tahil Kurutma Makinalar ve

Tahil Tasima Ekipmanlari imalati alaninda faaliyet gostermektedir.
Bugun YASAR GROUP Karadeniz'in yukselen sanayi kenti Samsun’un en fazla ihracat yapan
oncu firmalarindan biri konumuna gelmenin hakli gururunu yasamaktadir. Faaliyet konula-
rinda musterilerine her turlu ¢c6zumler sunan YASAR GROUP urunlerini Asya, Avrupa, Latin
Amerika, Orta Dogu, Amerika Birlesik Devletleri ve Afrika ulkeleri olmak uzere, dunyanin
60°dan fazla ulkesine ihra¢ etmekte, 1800°den fazla musterisiyle calismaktadir.

YASAR GROUP has been established in 1969, with the mission of enterprising
service policy in the manufacturing sector.

YASAR GROUP has a closed production area of 60.000 m? and open production area of
90.000 m?, working with more than 250 experienced employees. YASAR GROUP is speciali-
zed on Turnkey Rice Milling Machinery , Turnkey Parboiling Systems, Stell Silo and Equip-
ments, Hazelnut Processing Machinery, On-Vehicle Equipments, Truck Mixer, Grain Dryers
and Grain Transportation Equipments.

Nowadays YASAR GROUP is proud of becoming one of the leading exporter company of the
developing industry city Samsun and Black Sea region. Our company exports our machines
to Asia, Europa, Latin America, Middle East, USA and Africa countries. We are proud to
export more then 60 countries and working more then 1800 customer.

Tahil Kurutma Makinalari Tasima ve Yukleme Ekipmanlari
Grain Dryer Machines Transporting and Loading Equipments

www.yasarmakine.com.tr
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TRANSMIXER TECHNICAL SPECIFICATIONS

"YUKSEK PERFORMANSA SAHIP OLABILMEK iCiN iYi BiR SECIM,

YASAR®

MAKINA SANAYI & TICARET LTD. $Ti.

A GOOD CHOICE TO HAVE HIGH PERFORMANCE,

1. Reducer: Transmittals 580

2. Hydraulic Pump: Minimum Eaton 90cc Milled Hydraulic Pump is used

3. Hydraulic Motor: Minimum Eaton 75 CC hydro is used.

4. Oil Cooler: It provides the ideal working oil temperature with the filter, oil thermostat and oil cooler with a high-per-

formance electric cooling fan. ASAHYD 24 V and the oil tank and cooler are integrated together, assembled as a unit.

5. Water Pump: The powerful water pump which is directly-mounted to the reducer has the capacity of pumping 413

liters of water per minute.

The transmixer’s boiler is manufactured from 5 mm ST-52 sheet material.

The helix inside the boiler of the transmixer is manufactured 5 mm ST-52 from sheet

The ring of the boiler with dimensions of 70x70 is made from noble steel

The ring rollers of 200 mm diameter are made of special material GGG 60 ductile iron.

In order to be easy maintenance and lubrication, a the suitable bolted installation is done

10. A superior strength is provided by passing 140 N.P.U. in the transmixer Chassis 160 N.P.U.

1. The vehicle chessis is connected with the transmixer chassis with 6 units of a 42 7/8 fine thread connection plus the
regular chassis plate

12. Transmixers water tanks are manufactured at minimum 800-liter capacity.

13. The water tank is made of 4 mm sheet.

14. There is an indicator in the left side of the water tank showing the occupancy rate

15. The material over the fenders of the transmixer is made of sheet, the front and back are made of plastic

16. The oval additional, foldable gqutter, provides the flow of the concrete without clogging

17. The rotary qutter system is manufactured by hydraulic lifting jacks, hydraulic lifting system.

18. The rotary gutter is covered with 4mm against abrasion material

19. The outer frame of the additional gutters is made of light profile.

20. The frame of the additional qutter is covered by minimum of 5 mm polyethylene plastic material

21. There are 2 extra spring-mounted handle qutters on the fender of transmixers

22. The ladder system is designed to allow the concrete be displayed safely

23. In order to provide good visibility for the back side or transmixers, an operation projector lamp is mounted

24. For quick access, there are 2 bushed washer hoses, 1in the ladder platform and 1 on the floor.

25. To avoid the outpouring of the concrete, an ecological cover is used.

26. After transmixer’s manufacturing ends, a pressure surface cleaning system is applied, epoxy primer and after that is

paint ed with two coats Acrylic paint in the oven.
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TRANSMIKSER TEKNIK OZELLIKLERI OPSIYONEL OZELLIKLERI

OPTIONAL FEATURE

Reduktor : Transmital 580
Hidrolik Pompa : Minimum Eaton 90 CC Frezeli Hidrolik Pompa kullanilmaktadir
Hidrolik Motor : Minimum Eaton 75 CC Hidro Motor kullaniimaktadir.

AW

hidrolik yagin ideal calisma sicakliginda calismasini saglar. ASAHYD 24 V olup, yag tanki ve soqutucu birbirine entegre
edilmis bir Unite olarak montaji yapilmaktadir.

Su Pompasi : Reduktore direkt monteli guclu su pompasi dakikada 413 litre su pompalama kapasitesine sahiptir.
Transmikser kazani ST 52 5 mm sac malzemesinden imal edilmektedir.

Transmikser kazan ici karistirici helezonlar 5 mm ST-52 Sacdan imal edilmektedir.

Kazan ringi 70x70 olculerinde asil celik malzemesinden imal edilmektedir.

Ring makaralar @200 mm c¢apinda 6zel GGG 60 sfero dokum malzemesinden imal edilmektedir.Tandem makara sistemli olarak
olarak montaji yapilmaktadir. Kolay bakim ve yaglamasinin yapilabilmesine uygun civatali olarak montaji yapilmaktadir.

10. Transmikser Sasesi 160 N.P.U. icine 140 N.P.U. gecirilerek ustun bir mukavemet saglanmaktadir.

11. Arac sasesi transmikser sasesine sase baglanti plakalari haricinde 6 adet 42°lik 7/8 ince dis baglanti ilebaglanmaktadir.
12. Transmikserlerin su tanki minimum 800 litre kapasiteli olarak uretilmektedir.

13. Su tanki 4 mm sacdan imal edilmektedir.

14. Su tanki sol yaninda doluluk oranini gosteren litre gostergesi bulunmaktadir.

15. Transmikser camurluklarn uzeri sac malzemeden, 6n ve arkasi plastikten imal edilmektedir.

16. Katlanabilir ilave oluk oval dizayni ile betonun tikanmasina olanak vermeden akisini saglamaktadir.

17. Doner oluk kaldirma sistemi hidrolik kriko ile hidrolik kaldirma sistemli imal edilmektedir.

18. Doner oluk icine asinmaya karsi ilaveten 4 mm malzemeden asinma zirhi kaplanmaktadir.

19. ilave oluklarin dis cercevesi hafif profillerden imal edilmektedir.

20. llave oluk cercevesine minimum 5 mm asinmaz polietilen plastik malzeme montelenmektedir.

21. Transmikserde camurluk uzerine yayli tutamk ile montelenmis 2 adet ilave oluk bulunmaktadir.

22. Merdiven sistemi emniyetli bir sekilde betonun goruntulenmesine imkan verecek dizaynda imal edilmektedir.

23. Transmikserlerin arka tarafinin iyi bir gorus yapilarak kontrol edilmesi icin projektor calisma lambasi monte edilmektedir
24. Hizli erisim icin 1 adet merdiven platformunda ve 1 adet zeminden kullanilmaya uygun olarak 2 adet tazyik rekorlu
yikama hortumlari bulunmaktadir.

25. Transmikserde beton dokulmelerine engel olabilmek amaci ile ekolojik kapak kullaniimaktadir.

26. Imalati sona eren transmikser basincli yiizey temizleme sistemi (kumlama) uyqulanarak Epoksi astar atilmali ve
Epoksi Astar sonrasi firtn ortaminda 2 kat Akrilik boya ile boyanmaktadir.

Lo NO W
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Yag Sodutucu : Icerisinde filtresi, yag termostati ve elektrikli sogutma fani bulunan yiuksek performansli yag sogutucu,

Betonun plastisitesinin kon
trolunun saglanmasi icin gerekli
olan su saati.

Ozel boyama

Folyo desen, kazan uzeri firma
unvani ve logosu

Camurluk ve sase arasina kaucuk
kaplama koruma

Basincl tip katki tanki

Mevcut 2 adet ilave oluk harici ek
olarak 2 adet ilave oluk

The water meter is necessary to
provide control of the plastic

ity of the concrete

Special painting

Foil pattern, company name and
logo over the tank

A rubber coating protection be
tween the fender and chassis
Pressurized additive tank

In addition to the existing 2 extra
external qutter there are 2 extra
gutters.

www.yasargroup.com.tr




i YUKSEK PERFORMANSA SAHIP OLABILMEK ICIN IYI BIR SECIM,
A GOOD CHOICE TO HAVE HIGH PERFORMANCE,
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T E K N 1 K v BRI - T € C H N 1 € A L D A T A
! Minimum | Mikser Ust Sasi Mikser rﬁlll(l'?leﬁl; §|E|per Huafif“ »
Su v i : 2asi Yapl | soprasi | Maksimum| _o cor. mikser Agiriign Ara Gerekl
Geometrik| Dolum Kazan Pompasi | Pompasl (OSl;.is ac,?.,tél) SuU 5aatl | yzynlugu | Uzunlugu | ~Arka Yiikseklik | Genisligi Bos Bos Srelitiori Giic
Kapasite | Oran Doniis Kazan | Makara Cikist Basinci il (Opsiyonel) . Uzunluk . (Kamyon
Geometrik |  Fill 2aY1S] er > Water Meter - e Max Mixer |MXer 19tall - superlight — Reqiired
S Volume R:alt?g Rolation Eﬁf% \Ig\later Scale Wcater Tf['nk Langth Ot Langth f Overhang Heigﬁt Width \gr?]lgw Mixer Totel Power
Diameter Rollers ump s apacity rame rame Weight Empt
(Lt) (%) Speed Output | Pressure | (Optional) ° > Spel{flfcc;tion
A B L D E (Axies Truck)*
K K Kw
Lt (%) d/d Rpm mm I/dk 1/min bar L L mm mm mm mm mm . .
YTM-8 8 M3 13,80 60 15 2200 4 350 4 500 - 1000 | 600 - 1000 5950 1915 1185 2720 2500 4100 3670 3 58
YTM-9 9 M? 14,85 64 15 2230 4 350 4 500 - 1000 ([ 600 - 1000 5950 7915 1185 2780 2500 4300 3890 3 /0
YTM-10 | 10 M? 16,50 63 15 2350 4 350 4 500 - 1000 | 600 - 1000 5950 7915 1185 2780 2500 4400 3940 3-4 r7
YTM-12 | 12 M? 19,60 64 15 2300 4 350 4 500 - 1000 | 600 -1000 6660 7915 1185 2750 2500 4850 4350 4 17

* Aqirliklar + (%) 5 deqisebilir
* Weights mary vary + 5 (%) according.

Teknik verilerde haber vermeksizin, dedqisiklik yapilabilmektedir.
Technical Data and characteristics subject to modifications without notice.

www.yasarmakine.com.tr
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YASAR®

MAKINA SANAYi & TICARET LTD. $Ti.

TRANSMIKSER KAZAN IMALATI

TRANSMIXER BOILER FEATURES

Mikser kazani ST 52 5 mm sac
malzemesinden bilgisayar ortamin-
da 3D modelleme teknolojisi kul-
lanilarak tasarimi yapil diktan sonra
kazan modelleri CNC Plazma makine

ile kesilmektedir. Kesilen kazan
parcalari silindir bukme isleminden
sonra robot kaynak ile kaynatilmak-

tadir. Kazan i¢ paletleri CNC

Plazma makinada deforme edil-
meden kesilip kaynatildiktan sonra
asinmay! onlemek amaciyla uzerler-
ine 20*5 asinmaz malzeme monte

edilerek kaynatilmaktadir.

Mixer tank will be produced by 5 mm
ST 52 Sheet Metal Plate material in
computer design with using 3D model-
Ing technology models after the boiler
Is cut with CNC plasma machine. After
bending the cut cylinder cauldron’s
parts boil with robotic welding. After
cutting CNC Plasma machine without
deforming the inner palettes and boil-
Ing them in order to prevent wear the
20 * 5 wear-resistant material is
mounted on.

TRANSMIKSER SASI IMALATI
TRANSMIXER CHASSIS FEATURES

Transmikser Sasesi 160 N.P.U. icine
140 N.P.U. gecirilerek ustun bir mukave-
met saglanmaktadir. Ara¢ ana sase ve
transmikser sase altina 10 mm lastik
koyularak arac¢ sasesinin yol durumuna
gore burulmalarina karsi esneklik
kazandiririlir. Ara¢ sasesi transmikser
sasesine sase baglanti plakalari ha-
ricinde 8 adet 42’lik baglanti ile bagla-
narak daha emniyetli hale getirilmistir.

Provided through a superior strength
that place with 140 N.P.U into transmix-
er's chassis 160 N.P.U. Under the main
chassis and the chassis of the mixer, put
in 10 mm tire for gain the flexibility to
according to the state road against tor-
sionally. Truck chassis connect to mixer
chassis with 8 pieces of 42" 7/8 fine
tooth connection except to other chassis
connection and it has been made more
secure.

KAZAN DONUS RINGI VE
TASIYICI MAKARA SISTEMI

BOILER RETURN RING AND
STRUCTURAL CHARACTERISTICS
OF PULLEY SYSTEM

Kazan ringi 70 x 70 olculerinde asil
celik malzemesinden imal edilmektedir.
Mikser ringi gecmeli sistem olup defor-

masyona karsi dayanikhlidir. Mikser
tasiyici makara ciftli ve ortadan oynar
sistemli olup, ringe 4 bolgeden temas
ederek her makaraya dusen aqgirligi
asgariyeye dusurmektedir. Makaralar
GGG 60 sfero dokum malzemesinden
imal edilmektedir.

Boiler ring are made of noble steel ma-
terials of 70 x 70 dimensions. Mixer is
plug-ring system and resistant to defor-
mation. Mixer carrier roller is dual and
central moving system, by contact with
the ring at 4 sites to minimize the
weight of each reel falling lower. Pulleys
are made of GGG 60 ductile cast iron
material, so the ring will be protected
against impact or a possible damage.

YUKSEK PERFORMANSA SAHIP OLABILMEK iCiN iYi BIR SECIM,
A GOOD CHOICE TO HAVE HIGH PERFORMANCE.

CAMURLUKLAR
FENDERS

Transmikser camurluklari estetik bir
gorunum icin Uzeri sac malzemeden
imal edilmekte olup, on ve arkasi plas-
tikten imal edilmektedir. Olasi Bir
vuruntuda sadece plastik aksam zarar
goreceginden komple sac camurluk-
lara gore cok daha az maliyet ile
degqistirilebilir.

Transmixer fenders over sides Is being
made of sheet metal for an aesthetic
appearance, front and back are made
of plastic.Fenders are manufactured
according to the properties that in a
possible impact it is only damage to
rubber components and it can be
changed with much less cost
than the complete sheet
metal fenders.

WWwWw.yasargroup.com.tr
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SU TANKI KATLANIR ILAVE OLUK VE
DONER OLUK

ADDITIONAL FOLDING GROOVE

ERGONOMIK MERDIVEN
ERGONOMIC LADDER

HAFIF ILAVE OLUKLAR

WATER TANK SPECIFICATIONS ADDITIONAL LIGHT GROOVE

Firmamiz tarafindan uretilen butun
transmikserlerin su tanki 750 veya
1000 litre kapasiteli olarak
uretilmektedir. 4 mm sacdan imal
edilen su tankinin tek tarafinda
doluluk oranini gosteren cetvel
mevcuttur.

All of the water tank that manufac-
tured by our company is produced
1000 liters capacity. The water tank is
manufactured 4 mm plate and there
Is a ruler shows the available occu-
pancy rates from one side.

www.yasarmakine.com.tr

AND ROTARY GROOVE

Katlanabilir ilave oluk oval dizayni ile
betonun tikanmasina olanak vermeden
akisini saglamaktadir. Doner oluk
kaldirma sistemi hidrolik kriko ile hi-
drolik kaldirma sistemlidir. Doner oluk
icine asinmaya karsi ilaveten 4 mm
malzeme kaplanmaktadir.

Additional folding groove, designed
oval for provides to flow of the con-
crete without clogging. Rotating chute
have hydraulic lift system with hydrau-
lic jack. Into the rotary groove in addi-
tion to 4 mm material coated for pro-
tecting the part to corrosion.

llave oluklarin dis cercevesi hafif pro-
fillerden imal edilmis olup, cerceve
icine asinmaz polietilen malzeme monte
edilmektedir.

Additional groove’s outer frame Is
made by light profiles, polyethylene
wear-resistant material is mounted into

the frame.

Merdiven sistemi emniyetli bir sekilde
betonun gorulebilmesini saglar. Ayrica
mikser dolum ve bosaltma oluklarinin
vikanmasi icinde kullanilir.

Stairs system allows to seeing the concrete
in @ safe manner. In addition, it is used in
washing filling and drainage gutters.

www.yasargroup.com.tr
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INA SANAYI & TICARET LTD. $Ti.

YAG SOGUTUCU

OIL COOLER

Cersinde filtresi, yag termostati
ve elektrikli soqutma fani bulu-
nan yuksek ozellikli yag ogutucu,
hidrolik aksamda dolasim yapan
yagin normal calisma sicakligina
dusurulmesi islemini yapmaktadir.

The oil cooler which contains electric
cooler fan and an oil thermostat fitler
Is @ high performence oil cooler, it
serves to cool the oil to the optimium
tempareture in the hydraulic system.

HIDROLIK POMPA

HYDRAULIC PUMP

Hidrolik pompa koyulduqu yer itibari-
yle kolay bakimi yapilabilecek bir
bolume yerlestirilmistir. Ayrica hidrolik
pompanin yerlestirildigi alan aracin
PTO cikisina en ideal baglanti me-
safesindedir.

The hydraulic pump is placed in a sec-
tion can be easilymaintained. On the
other hand the place that hydraulic
pump assembled is the most ideal
connectiondistancefor PTO connection.

REDUKTOR

REDUCER

Mikser kazaninin donmesi icin kullanilan
reduktorlerin seciminde yuksek torklu
reduktorler kullaniimaktadir.

High-torque reducer are selected for
the mixer tank movement

YUKSEK PERFORMANSA SAHIP OLABILMEK ICIN IYI BIR SECIM,
A GOOD CHOICE TO HAVE HIGH PERFORMANCE,

SU POMPASI

WATER PUMP

Su pompasi reduktore direkt monteli
olup, dakikada 413 litre su pompalama
kapasitesine sahiptir.

Water pump is assembled to reducer
directly; has a pumping capacity of 413
liter/minute water.

WWW.yasargroup.com.tr
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YAN KORUMA BARIYERI
SIDE PROTECTION BARRIERS

Takilmayl onleyen o0zel bariyerler
transmikserin gerek yolda ger-
ekse santiyedeki olagan calismasi
sirasinda emniyeti saglamaktadir.

Specific barriers protect to hanging

out on the road as well as protect-

INg on site security during normal
operation

asarmakine.com.tr

EKOLOJIK KAPAK
ECOLOGICAL COVER

Ozellikle kazan icindeki sulu betonu
inis cikisli yada engebeli arazilerde
tasinirken tasmalari engellemek icin

pnomatik sistem ekolojik kapak monte
edilmesi zorunluluk haline gelmistir.

In order to prevent the overflow of the

liquid concrete In the rugged terrain, a

pneumatic system, ecological cover has
to be mounted.

SU SAATI
PRESSURE GAUGE

Opsiyonel olarak uretmis oldugumuz
transmikserlerin arka kismina monte
edilen su saati kazan icindeki betonun
kontrollu bir sekilde bozulmadan
tasinmasina olanak verir.

The water clock which is produced op-
tionally and mounted in the back por-
tion of the transmixer, allows trans-
porting of the concrete in a
controlled manner without spoiling.

YUKSEK PERFORMANSA SAHIP OLABILMEK iCiN iYi BIR SECIM,
A GOOD CHOICE TO HAVE HIGH PERFORMANCE.
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KUMLAMA VE BOYAMA
BLASTING AND PAINTING

imalati sona eren mikser kumlama

yapilarak akrilik astar atilir. Astar

sonrasl firin ortaminda 2 kat boya ile
boyanmaktadir.

After production finished, mixer will be
clean with pressure surface cleaning
system (blast), by applying the epoxy
primer. Then Epoxy Primer

Is painted with acrylic paint

after the 2-fold in the oven.

www.yasargroup.com.tr
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GS 60 DOKME DEMIR RING ST 52 /S355J2G3
GS 60 CASTIRONRING HARDOX 400 BRINEL

HARDOX 400 BRINEL
HARDOX 400 BRINEL

HARDOX 400 BRINEL

HARDOX 400 BRINEL

HARDOX 400 BRINEL

HARDOX 400 BRINEL

VIR

DOMEX WEAR 700 MC HARDOX 400 BRINEL DOMEX WEAR 700 MC

DOMEX WEAR 700 MC

www.yasargroup.com.tr
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BOSALTMA OLUGU

EMNIYET SEMERI (DONER OLUK)

MIKSER SASESI YARIM AY CAMURLUK

N 7

ILAVE OLUK AYAGI )

DOLUM OLUGU UZERI SABIT iLAVE OLUK : : KONSOL BAGLANTIS|
ARKA KONSOL KAUCUK LASTIK (KATLANIR OLUK) @ RING MAKARASI KAPAGD @ VE KONSOL BAGLANT! DGKUM[D
6N KONSOL DOLUM OLUGU YAYLI TUTACAK @ RING MAKARASI ) @ MiKSER KAZANI )
SU TANKI V OLUK iLAVE OLUK @ V OLUK KIRISLERI )

SU TANKI AYAKLARI V OLUK ETEK LASTIGI CAMURLUGU ARA SACI
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MIKSER KAZANI HIDROMOTOR

HIDROLIK LIFT

MIKSER KAZANI TAHLIYE
KAPAGI VE BAGLANTI
CIVATALARI

SU TANKI SEVIYE

GOSTERGE SISTEMI DONER MEKANIZMA

SU TANKI DOLUM
VE TALIYE BORUSU

GAZ KUMANDA

KUTUSU VE AYAGI MERDIVEN SU TESISATI

HIDROLIK EL
KRIKOSU VE AYAGI

YAG SOGUTUCU
BAGLANTI AYAGI

HiDED POMPA VE
BAGLANTI SAFTI

TEKLI KUMANDA

YAG SOGUTUCU . CAMURLUK 5ASE
KOLU VE AYAGI BAGLANTI AYAGI
HiDRO POMPA MIiKSER SASE CAMURLUK

BAGLANTI AYAGI

ARASI SU TESISATI BAGLANTI KELEPCESI

S S AN N PN

REDUKTOR MERDIVEN —
VE PLATFORM KAZAN RINGI
DONER
Ty — OLUK KIRIS
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KALITELI MALZEME
HIGH QUALITY MATERIAL

UZUN KULLANIM OMRU
LONG LIFE DURATION
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